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buried or removed from the premises in such a manner as not to create
a nuisance and as may be approved by the Board. Incinerators shall be
provided for burning combustible rubbish.
Sec. 7. A copy of the foregoing regulations pertaining to both trailer
.coaches and trailer camps shall be posted in a conspicuous place in the
camp.
Approved and promulgated by the Executive Committee of the South
Carolina State Board of Health, July 14, 1937.
ARTICLE NO. 6. REGULATIONS FOR CANNERIES MANU-
FACTURING AND PREPARING FOOD PRODUCTS IN THE
STATE OF SOUTH CAROLINA.
(Filed, secretary state's office-September 29, 1937.)
Construction and Drainage:
Section 1. The roof of every cannery shall be of water-tight con-
struction. The ceiling shall be high enough to permit safe clearance for
all persons working under suspended shafting, hangers, piping, galleries,
and other equipment.
Sec. 2. The floors of all canneries shall be tight, smooth, and graded
around machinery, cookers, washers, and all other places where waste
is unavoidable so as to carry away liquid waste.
Seic. 3. The tops of all tables shall be smooth. All tables shall be
properly drained to remove waste and overflow.
Sec. 4. Waste and overflow shall be drained away from all machines,
cookers, washers, and other places where created during operations, on
graded floors, and/or drains, graded so as to convey liquid wastes from
such machines to sewers, graded gutters or pipes buried in the floor or
ground. All gutters and depressions from floor level shall be adequately
covered in case their construction or location makes them dangerous to
limb. Such covers shall be readily removable for cleaning and scrubbing
the gutters. No person shall b2 permitted or required to work during
factory operation at points where the floor is covered with an unreasonable
amount of water or other liquid or wet accumulation.
Sec. 5. Litter, waste, or refuse shall not be allowed to accumulate in
or around the buildings or around the buildings or yards of any cannery.
All liquid waste shall be conducted from the buildings by means of suit-
able drainage pipes or gutters, and disposed of in a manner which com-
plies with the State laws. Gross by-products suitable for other usages,
such as pea vines or corn husks, may be stacked or placed in silos. Such
stacks or silos shall be separate from the buildings and shall be adequately
drained to intercept any oozing liquid. Other by-products shall only be
retained when rendered unobjectionable by giving off no offensive odor
or oozing liquid. Skins, peelings, etc., shall not be piled near the cannery
or any other building, nor be distributed on the land near the cannery
or other buildings unless so disposed of as to give off no offensive odors
or constitute a nuisance.
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